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l
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Power:

I

Peak:

Spectral Distribution

Ultra LB18 NO
Diffuser

Beam Angle

165 180 165
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center of beam
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Date:
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Note:
1 3 5 7 10
3.3 9.8 16.4 22.9 32.8
182 Ix 89 Ix
356 Ix
989 Ix
8899 Ix
28.5° ﬁ
m% Beam center
827 fcd
92 fcd
17 fcd
8 fcd
0.5 15 25 3.6 5.1
1.7 5 8.3 11.6 16.7

Beam Width (feet)

Beam Angle 50%

Field Angle 10%

Cutoff Angle 2,5%

Intensity Ratio in 120° Cone

Intensity Ratio in 90° Cone

28.5° 54.1° 73° 99.0% 96.7%

Beam Intensities from 1-20m
m 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
ft 33 6.6 98 | 131 | 164 | 197 | 23 | 262 | 295 | 328 | 361 | 394 | 427 | 459 | 49.2 | 525 | 558 | 59.1 | 623 | 656
Ix 8899 | 2225 | 989 | 556 | 356 | 247 | 182 | 139 | 110 89 74 62 53 45 40 35 31 27 25 22
fcd | 826.8 | 206.7 | 919 | 51.7 | 331 | 23 | 169 | 129 | 102 | 83 6.8 5.7 49 42 3.7 3.2 2.9 26 23 21




