Light Efficiency:

Ultra LB18

Beam Angle
7 Lumen/Watt
165 180 165
Dominant Wavelength: ‘
460 nm
Output:
425 Im
Power:
56.7 W
Peak:
711 cd
Test:
Blue
Spectral Distribution CoLc)r Coordinates Zoom Color Point Date:
g o 1/12/2023
. Note:
A\
BN 25 675 725 775 825 | x:0.146
. L v0033
Distance (meter) 1 3 5 7 10
Distance (feet) 3.3 9.8 16.4 22.9 32.8
14 Ix 7 Ix
28 Ix
79 Ix
Lux* 710 Ix
38°
Beam center
Foot Candles* 66 fcd M
7 fcd
*measured at
center of beam 1 fed
1 fcd
Beam Width (meter) 0.7 2.1 3.4 4.8 6.9
Beam Width (feet) 2.3 6.8 11.3 15.8 22.6

Beam Angle 50%

Field Angle 10% Cutoff Angle 2,5% Intensity Ratio in 120° Cone Intensity Ratio in 90° Cone

38° 77.4° 116.9° 95.7% 87.5%

Beam Intensities from 1-20m
m 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
ft 33 6.6 98 | 131 | 164 | 197 | 23 | 262 | 295 | 328 | 361 | 394 | 427 | 459 | 49.2 | 525 | 558 | 59.1 | 623 | 656
Ix 710 | 178 79 44 28 20 14 11 9 7 6 5 4 4 3 3 2 2 2 2
fed 66 | 165 | 7.3 41 2.6 1.8 1.3 1 0.8 0.7 0.5 0.5 0.4 0.3 0.3 0.3 0.2 0.2 0.2 0.2




